@ circUTOR

USB-RS232 Converter
USB-RS422/485 Converter

User's Manual

(M 981 224/ 02A )

(c) CIRCUTOR S.A.



INDEX

1.- INFORMATION ... 3
2.- INSTALLATION ...t S}
3.- REMOVE DRIVER SOFTWARE ......ooiiiiiieeeeeee) 8
4.- TECHNICAL AND OPERATIONAL DESCRIPTION.................. 9
5.- SPECIFICATIONS. ... 11
B.- NOTES ... 11

FCC COMPLIANCE STATEMENT

This equipment has been tested and found to comply with the limits for a
Class A digital device, pursuant to Part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference when
the equipment is operated in a commercial environment. This equipment
generates, uses, and can radiate radio frequency energy and, if not installed
and used in accordance with the instruction manual, may cause harmful
interference to radio communication.

Operation of this equipment in a residential area is likely to cause harmful
interference in which case the user will be required to correct the
interference at his own expense.



1.- Information

USB-RS232 Converter

MACHINE TYPE

FUNCTION

USE Ver 1.
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USB-RS232
= USB-RS422/485 Converter
MACHINE TYPE FUNCTION
USBE Ver 1.1 Multiple Port
—= _

==>| |-&5=

Is'l;zws RS-422/485
¢ece e

USB-RS422/485




» Standard Package

Main Unit Main Unit
(USB-RS232) (USB-RS422/485)

US8232 Series —

BSFIFLISHE Conveortes
Lbnipr el ini

Driver disk User’s manual in PDF

&0

USB Cable




2.- Installation

= Driver software installation

1. Connect USB-RS232/422/485 converter into the USB port of your
computer first.

2. Under Windows 98/2000/Me/XP, put disk drivers into the floppy disk
driver, it will automatically install the USB-RS232/422/485 driver software
into your computer by following the steps as below:

3. This wizard searches for new drivers for USB Device

Add New Hardware Wizard

This wizard seanches: lof ree dirvees for:

USE Devica

A cheice difved is @ sofbware program that makes a
handvame: dervice s

4. What do you want Windows to do?

Add Hew Hardware Wizard

‘what do you want Windows to do?

f* mmhw divarfm.u.ldwiml

T Display & kst of all the drivers in & specific
location, 0 pou can select the difver you want.

¢Back [ New> |  Concel |




5. Select Searching locations for new driver

Add Hew Hardware Wizard

7. Windows has finished installing the software



Add Hew Hardware Wizard

CIRCUTOR WSE-AS232/422/485

_ Cancel |

8. Make sure if the driver software installation is finished

Connect converter into the USB port of the computer and then Click
"Start" ->"Settings" -> "Control Panel” -> "System" ->"Device Manager" to

see if there are "CIRCUTOR USB-RS232/422/485 (COMX)" at Ports and
"CIRCUTOR USB-RS232/422/485" at Universal Serial Bus controllers.

General Device Manager | Hardwase Profle: | Perfoemance |
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3.- Remove driver software

» How to remove USB-RS232/422/485 driver software from your
computer

1. Put driver disk into the floppy disk driver of the computer and then find
and execute Uninstall.exe by following the steps as below:

2. Execute Uninstall.exe

Fir [l Yem o Fpesies [ok Heis -
w0 XDV o X -
(] I r— =]

1 rminand RER Bl iy Coepusiar

3. Confirm to execute Remove program

2 USBE-5 erial Driver Remover

Prass O to remowe drivar.

o |

4. Re-boot the Computer after remove program is done

i) IF 0 et by ircetll ooy chivver, 0w et reboot Windows: spslem now.
[ Wl o re-bscsot Wi syt imemsdishel?
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4.- Technical and operational description

* Front panel of USB-RS232

LINI(—-\ ff,x—— RS232 Port
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* Front panel of USB-RS422/485
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~ |

[N
@]
L
]

Remark: One USB-RS485 converter can be used for
connecting two unit of RS-485 devices.



= Operation of USB-RS232/422/485 converters

v’ RS232/422/485: Connecting with the terminal device, which is equipped
with RS-232/422/485 interface.

v' USB: Connecting with the computer USB port or Hub.

v" LINK: LINK LED turns on when the USB-RS232/422/485 unit is ready for
use.

v' TX: TX LED turns on when the data is sending from USB port to RS-
232/422/485 device.

v" RX: RX LED turns on when the data is sending from RS-232/422/485
device to USB port.

= RS-232 PIN FUNCTION

PIN No. I/0O DESCRIPTION
9 s 1 | Data carrier detect
2 | Received data
J— - 3 0) Transmitted data
e | 4 o Data terminal ready
MO o000 o YO 5 X Signal ground
N s s %4 6 I Data carrier
7 0] Request to send
1 8 | Clear to send
9 | Positive dc TEST

* RS-422 PIN FUNCTION

PIN DESCRIPTION
Tx - RS-422 Tx -
+ RS-422 Tx +
Rx - RS-422 Rx -
+ RS-422 Rx +

= RS-485 PIN FUNCTION

| PIN DESCRIPTION




1 - RS-485 -
+ RS-485 +
2 - RS-485 -
+ RS-485 +

5.- Specifications

i USB | USB Interface
Full compliance with the USB specification v1.1

R5232 RS-232 Interface
RS-232, Full, 8N1, max 120 Kbps
I " Dimensions
- = D 18.8 x W 35 x H 56 mm
T
[ " Mounting
' s | l Any surface
- ! J

| Environment
e ﬁl"::l Operating temperature: 0 ~ 55 °C
&€l .:fJ Storage temperature: -10 ~ 55 °C
- Humidity: 10% ~ 90% relative

6.- Notes

- Do not disconnect the converter during running your application program
to avoid any unexpected problem.

- USB-RS232/422/485 driver software provides maximum 8 converters to be
used for multiple device communication. The addresses of the multiple
devices are according to the serial port addresses of the PC or the
addresses of the port HUB USB where the devices are connected.

- The converter does not work with DOS system. Only Win98/2000/Me
support USB.

- You must connect the converter into the USB port of your computer
before you start driver software installation.




- After the converter is connected into USB port of the computer which is
with the driver software installed, LINK LED will turn on to be ready for

use, otherwise unplug the converter and try again after 5 seconds or
longer.



